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Some equipment shown is optional.



DURABILITY:
• 12 ga. tread plate steel fl oor

• 12 ga. smooth steel rear apron with cut-out for stop, tail, 
turn lights

• 4" structural channel long rails

• 3" 10 ga. formed cross sills

• Tapered bulkhead to reduce wind resistance

• Bulkhead has center brake (CHMSL) light and two cargo lamps

• All lighting meets FMVSS–108 standards

CONVENIENCE:
• Rear step bumper offers protection and safe access to fl oor

• Recessed compartment with cover for gooseneck 
hitch optional

• Outside stake pockets with tie rail are installed 
on sides and rear

• Built in receiver hitch standard on models with 
34" long rail spacing

STYLE:
• Sleek bulkhead design with louvered “sunshade” 

style window

• Contemporary stop/turn and backup light design

• Powder coated 90% gloss black for a durable 
uniform fi nish

 

RUGBY 
Rugby, ND • 701-776-5722 • FAX 701-776-6235
www.rugbymfg.com • E-mail sales@rugbymfg.com

©2010 Truck Bodies & Equipment International, Inc.
Printed in USA 927 0510 

Sold by:

Visit Our Parts & Accessories Web site 
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RUGBY RANCHER SPECIFICATIONS:

Commitment to Quality
Today’s marketplace demands 
quality products and 
competitive pricing.  We work 
hard at Rugby to comply with 
your needs.  Our reputation 
since 1969 has been one of 
quality production and we 
won’t change.  You deserve 
and demand what we are 
committed to, the best.

RANCHER BODY SPECIFICATIONS

MODEL LENGTH WIDTH CA LONG RAIL 
SPACING

R072X84B 7' 2" 84" 40"–42" 36.7"

R086X84B 8' 6" 84" 56" 36.7"

R086X96B 8' 6" 96" 56" 36.7"

R086X96C 8' 6" 96" 60"  34"

R093X90C 9' 3" 90" 60" 34"

R093X96C 9' 3" 96" 60" 34"

R113X90C 11' 3" 90" 84" 34"

R113X96C 11' 3" 96" 84" 34"

R120X96C 12' 96" 84" 34"

Specifi cations subject to change.


