
TOUGH ENOUGH.
HARDEST-WORKING DUMP BODY IN LANDSCAPING AND LIGHT CONSTRUCTION.

Go hard or go home. With the Rugby Eliminator LP, you’ll be hard at it until the last load is hauled 

and unloaded. The LP model features a seamless, one-piece steel floor for optimum strength and 

durability. The Eliminator's floor length also allows for full sheets of plywood or other materials. 

Let Rugby go to work for you with our patented EZ-Latch™ system, making your tailgate easier and 

safer to operate. The Eliminator LP's double-walled sides and tailgate provide the ultimate strength 

and durability for a variety of applications.  Its stylish radius-bend corners combined with Rugby's 

leading quality make the Eliminator LP your lasting choice for hauling in style. 

RUGBY ELIMINATOR LP

www.rugbymfg.com sales@rugbymfg.com800-869-9162

Eliminator LP  shown with 
optional equipment.



ELIMINATOR LP

PATENTED EZ - LATCH™ SYSTEM
Designed for easy body access, our industry-
leading latch system allows quick opening and 
slam-lock operation with a cam action that 
draws in upper tailgate pins.

WEIGHT-REDUCING ALUMINUM FOLD-
DOWN SIDES (OPTIONAL)
Replace carbon fold-down sides 
with lighter-weight aluminum side 
assemblies for easier operation and 
maximizing payload. 

CABSHIELD POSTS
Full-height corner posts include cut-out for 
fast installation of cabshield insert. Makes 
all Eliminator LP cabshields interchangeable, 
helping to keep inventory low.

Rugby Manufacturing
Rugby, ND • 701-776-5722 • Fax 701-776-6235
Email: sales@rugbymfg.com

www.rugbymfg.com

Note: While the addition of a taller side board allows for some additional capacity, 
you must follow the maximum weight capacities of your body and hoist.
All specifications are subject to change without notice.

ELIMINATOR LP 2–3 YARD BODY

Body Length (inside) 9' 3" 11' 3" 12' 0"

Body Capacity 2–3 yd3 2–3 yd3 2–3 yd3

Side Height 12" 12" 12"

Rear Height 18" 18" 18"

Rigid Side Body Weight* 1,450 lbs 1,660 lbs 1,770 lbs

Fold-Down Side Body Weight* 1,475 lbs 1,685 lbs 1,795 lbs

ELIMINATOR LP 3–4 YARD BODY

Body Length (inside) 9' 3" 11' 3"

Body Capacity 3–4 yd3 3–4 yd3

Side Height 17" 17"

Rear Height 23" 23"

Rigid Side Body Weight* 1,550 lbs 1,780 lbs

Fold-Down Side Body Weight* 1,575 lbs 1,805 lbs

• Coal chute door (carbon &

aluminum available)

• Electric Operated Tailgate

Release

• Crossmembers on 12" centers

• Rear corner post conversion kit

• Tarp Hooks

ADDITIONAL OPTIONS:
• Upgrade to 7 GA floor (one-piece)

• 1/4, 1/2, 3/4, Full Cabshield options 

(standard and tall heights)

• Aluminum side assemblies (Fold

Down Models only)

• Aluminum tailgate available

• Spreader Apron

ELIMINATOR LP STANDARD MATERIALS & SPECS

Model RIGID SIDES FOLD DOWN SIDES

Side Style Double Wall Single Wall

Side Material 10 GA Inner/12 GA Outer 12 GA

Side Bracing 2-3 Vertical Braces depending on length

Tailgate Style Double Walled Tailgate

Tailgate Bracing 2 Vertical Braces

Board Pockets 6"

Floor Style One-piece floor
Floor Material 10 GA (Stacked) / 7 GA (Crossmemberless)

Front 10 GA Panel

Cabshield 1/4 Cabshield w/ Viewing Window

Lighting LED Lighting

DURABLE CARBON STEEL
Get the advantages of a lighter-weight dump body without sacrificing 
the durability your job requires. Whether you’re hauling gravel or a load 
of landscape pavers, this dump body delivers enhanced payloads and 
rugged durability.

Fully-boxed dirt-shedding top rail and 
sloped bottom rail on the sides and 
tailgate reduce material hang-up and 
keep the body cleaner, longer

Seamless one-piece front body features triple-
bend top rails for long-term durability

Full height corner posts with sloped 
rear surface aid in tailgate closing

Board pocket design aligns with 
cabshield and allows the use of 
tapered side boards to increase 
capacity when hauling lighter 
loads such as brush, firewood, 
and mulch

*All weight calculations are approximate and reflect the body weight only. 

ELIMINATOR LP UNDERSTRUCTURE OPTIONS

Style STACKED CROSSMEMBERLESS

Floor Material 10 GA 7 GA

Longmembers 5" Structural Channel 8" Formed

Crossmember Spacing 16" Centers (12" available) N/A

Crossmembers 3" I-Beam N/A

Eliminator 
LP  shown 
with optional 
equipment.

EASY-USE CENTER RELEASE LEVER 
FOR FOLD-DOWN SIDES
Fold-down sides feature a centrally 
located quick-release lever that 
extends and retracts 3/4" pins at each 
end, using a solid linkage member.  


